
One shot. Perfect image.

Snapshot intraoral sensors
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TThe simplest workflow

Simplified capture of 
multiple images
Snapshot’s imaging software is 
a  sophisticated tool for taking an 
image series (template). The software 
guides you through the Full Mouth 
Series and automatically orients the 
images. Two sizes of sensors can 
be active at the same time, which 
allows changing between sensors 
without interruptions.

Set it and forget it
Take almost every intraoral image 
with just one X-ray setting. Snapshot’s 
wide dynamic range provides 
superior images of different parts 
of the dentition without altering the 
settings on your X-ray device.

Just press one button.

!
Snapshot is compatible with most 
imaging softwares through its TWAIN 
driver.

CliniView™ software 
automatically populates 
and activates the next 
slot in a template.

Both sizes of sensors 
simultaneously connected 
and active.

Auto-orientation
sets images automatically 
into the right position.
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86 mm
3.39 inches
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Ready for use automatically
Snapshot is ready for use just by plugging 
the USB cable into any computer having 
a supported Windows operating system. 
The sensor is detected automatically and 
all needed drivers are copied directly 
from the sensor without user action. This, 
combined with the absence of a tabletop 
electronics unit, make sharing the 
sensor between operatories particularly 
convenient.

Plug and play!

The Snapshot sensor has smart, 
integrated electronics. There 
are no separate boxes 
lying around in limited 
workspace  environments. 
A convenient wall-
mounted storage device 
provides you a safe 
and convenient place 
to store the Snapshot 
when not in use.

Truly portable sensor with a 
small footprint

Plug in the sensor

Transferring Snapshot from one room to another 
is simpler than ever. Forget separate electronics.

Move the sensor
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Film size 2
41 x 31 mm
1.66 x 1.22 inches

Snapshot Sensor size 2
44 x 31 mm
1.73 x 1.22 inches                          

Snapshot Sensor size 1
37 x 26 mm
1.46 x 1.02 inches
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You can distinguish 
up to 20 lp/mm from 
an image when using 
CliniView™ software.

Best-in-class clinical results

The new, sophisticated Snapshot 
sensor design produces up to 20 
lp/mm true resolution (26,3 lp/mm 
theoretical). You get razor-sharp 
images, with the low noise typical 
of CMOS technology. This provides 
uncompromised diagnostic visibility 
and unsurpassed image quality. 
A wide dynamic range and an 
anti-blooming CMOS chip ensure 
successful images time after time. 

A perfect tool for all intraoral purposes

The difference between 
enamel and dentin 
stands out sharply.

Superior resolution 
in periapical region 
ensures accurate 
diagnosis.

Precise location of file 
can be seen during 
endodontic treatment.

Excellent contrast and sharpness, essential for 
diagnosing caries.

Why CMOS?
• Lower noise ensures razor-sharp images
• Small, 19µm pixel size provides high resolution
• CMOS chip will not bloom even in the event of overexposure
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